
The UE-ADPL Series is intended for use in Split-System HVAC units from 5 to 10 tons. These units 
are ideal for destroying airborne virus and bacteria moving through the system, and spore growth 
(mold) growing on coils and drain pans. An optional PCO grid removes VOCs, which are the 
cause of many common odors.

United Enertech UV Germicidal Irradiation UE-ADPL Series

Challenge: Indoor Air Quality 
(IAQ)
Sources of indoor air contaminants that UVGI 
addresses include: 

• Viruses

• Bacteria

• Fungus/Molds

Solutions:

UE-ADPL Series

Small split system HVAC units (light commercial  
or residential)

United Enertech’s germicidal UVC disinfection system  
works invisibly within existing HVAC systems to create  
a safe, comfortable, germ-free indoor environment. 

• Installed at the coil plenum.

• Work 24/7 to keep air free and clear of airborne contaminants. 

• Engineered to maintain high level air disinfection by neutralizing and eliminating the infectious airborne 
pathogens that cause respiratory illness and disease.

• Designed to achieve disinfection of the cooling coil surfaces to increase efficiency and decrease biological 
growth on the coil. 
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*United Enertech is a distributor for Philips UVC lamps, and we proudly offer competitive pricing. Contact us to learn more about 

the specific costs related to different products and configurations.

Models

The UE-ADPL is available in three lamp sizes (35W, 60W, 95W), and single and  
double lamp configurations, to provide options for various duct sizes. 

Lowest 5-Year Cost of Ownership

United Enertech UV Germicidal Irradiation products have the lowest 
5-year cost of ownership. We use Philips lamps in our designs, which  
are non-proprietary and available through multiple sources at competitive pricing.*  
Most competitor products use unique lamp designs, which limit options for replacements 
and make the lamps substantially more expensive.

Bathrooms 
Works 24/7 to keep air in high-volume 
spaces such as bathrooms free and clear 
of airborne contaminants such as mold, 
bacteria, and viruses.

Living Areas 
Installed within the air handler for continuous 
disinfection, the UE-ADPL helps to mitigate the risk 
of spread of germs in areas where people gather.

Bedrooms 
High-level air disinfection 
reduces the risk of spread 
in areas of high use, such as 
bedrooms.
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STANDARD CONSTRUCTION:
Housing:

ADPL-UE Series Ultraviolet Light System

Q-2

APPLICATION:
The ADPL-UE Series is intended for use in Split-System HVAC units from 5 to 10 tons. These units are ideal for
destroying airborne virus and bacteria moving through the system, and spore growth (mold) growing on coils, drain pans
and UV compatible filters. Optional PCO grid removes VOC's (the cause of common household odors).

� Small split system HVAC units (light commercial or residential).
� Installed at the coil plenum.
� Work 24/7 to keep air free and clear of airborne contaminates.
� Are engineered to maintain high level air disinfection 24/7 by neutralizing and eliminating the infectious airborne

pathogens that cause respiratory illness and disease.
� Designed to achieve disinfection of the cooling coil surfaces to increase efficiency and decrease biological growth on

the coil.
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UE-ADPL Series Ordering Information:

UE-ADPL

No. of bulbs

Bulb Wattage
35 = 35 nom. watts
60 = 60 nom. watts
95 = 95 nom. watts

5.75"2.00"

1-6-21

UE-ADPL-135/160/195

UE-ADPL-235/260/295

9.00"

17.25"

5.75"

16.85"
2.00"

Aluminum with 9ft. power cord, LED power indicator light,
On/Off rocker switch

16.85"

Lamp: 35 nom. watts; 105 µW/cm² @ 1 meter (UE-ADPL-35 series) 
60 nom. watts; 180 µW/cm² @ 1 meter (UE-ADPL-60 series) 95 nom. 
watts; 275 µW/cm² @ 1 meter (UE-ADPL-95 series)

Electrical Requirement: (each unit) 120V/1.3A to 240V/0.56A; 50-60Hz

Optional: PCO grid (to eliminate VOC's)


